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COOL HEAT

AUTO

s

FAN COIL QUATTRO
DIP SWITCH SELECTION ON POWERBOARD

ATTENTION

= = Fan Coil Only Fan

= = No Program selected
(Powerboard doesn’t work with this setting)

OFF

1 2

OFF

1 2

OFF

1 2

OFF

1 2

DIP SWITCH LEGEND

= = Fan Coil with Water Valve

= = Fan Coil with Water Valve & Strip Heater

S.p.A.
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CLIMMA FAN COIL WITH VEGA MK 2 

 

2 x Cable 3 x 1.5 
L=2 M 

Flat Cable 8 wires 
right  

standard L=4 M 

Mains supply 230/1/50-60  

 

~ 
Cable 2 wires   

standard L=4 M 
Remote room air 

temperature sensor NTC 
(OPTIONAL) 
Cod.: MSENS 

Fresh water  
temperature 
sensor NTC 

 Cable 2 wires  
standard L=4 M 

SINGLE FAN COIL CONFIGURATION 

Digital Vega Mk2 
remote panel 

Digital Vega Mk2  
control box 

PANEL CABLE 
Flat 8 wires right  
standard L=4 M 

 

Cable 2 wires   
standard L=4 M 

Remote room air 
temperature sensor NTC 

(OPTIONAL) 
Cod.: MSENS 

DOUBLE FAN COIL CONFIGURATION 

Digital Vega Mk2 
remote panel 

Mains supply 230/1/50-60  ~ 

Fresh water  
temperature 
sensor NTC 

Cable 2 wires   
standard L=4 M 

Digital Vega Mk2  
control box 

Mains supply 230/1/50-60  ~ 
Digital Vega Mk2  

control box 

BUS CABLE 
Flat Cable 6 
wires right  

standard L=6 M 

Fan coil quattro # 1 

Fan coil quattro # 2 

Additional fan coils 

 

2 x Cable 3 x 1.5 
L=2 M 

 

2 x Cable 3 x 1.5 
L=2 M 

Water valve 
EV = M60995 

FC/FCV = M64330 

Water valve 
EV = M60995 

FC/FCV = M64330 

Water valve 
EV = M60995 

FC/FCV = M64330 

Important notice: Panel cable + bus cable to the last fan coil = maximum length 30 M 

Digital Vega Mk2 remote panel 

MDISEU Euroliving 

MDISTT Ticino Tech 

MDISVI Vimar 

MDISGE Gewiss 

MDISAB Abb 

MDISTM Ticino Matix 

MDISTL Ticino Light 

MDISAV Ave 

Digital Vega Mk2 control box for  
EV fan coils 

MCONEV45 EV4.5 & EV7 

MCONEV913 EV 9 & EV13 

MCONEV15S EV 15 slim 

MCONEV1724S EV 17 slim & EV 24 slim 

MCONEV17 EV 17 

Vega Mk2 BUS cable RJ12 

MBUS6 Bus cable 6 M 

MBUS12 Bus cable 12 M 

MBUS18 Bus cable 18 M 

MBUS24 Bus cable 24 M 

Digital Vega Mk2 control box for  
FC and FCV fan coils 

MCONFC225 FC2 & FCV2,5 

MCONFC45 FC4 & FCV5 

MCONFC69 FC6 & FCV9 

MCONFC8 FC8 & FC12 

MCONFC16 FC16 & FC20 
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CLIMMA FAN COIL WITH VEGA MK 2 

 

2 x Cable 3 x 1.5 
L=2 M 

Flat Cable 8 wires 
right  

standard L=4 M 

Mains supply 230/1/50-60 max 500 W 

 

~ 
Cable 2 wires   

standard L=4 M 

Remote room air 
temperature sensor NTC 

(OPTIONAL) 

Fresh water  
temperature 
sensor NTC 

Cable 2 wires   
standard L=4 M 

Digital Vega Mk2 
remote panel 

Digital Vega Mk2  
control box 

 

Mains supply 230/1/50-60 max 500 W ~ 
Digital Vega Mk2  

control box 

Mains supply 230/1/50-60 
max 500 W ~ 

Digital Vega Mk2  
control box 

BUS CABLE 
Flat Cable 6 
wires right  

Fan coil quattro # 2 

Fan coil quattro # 3 

 

2 x Cable 3 x 1.5 
L=2 M 

 

2 x Cable 3 x 1.5 
L=2 M 

Water 
valve 

Water 
valve 

Water 
valve 

TRIPLE FAN COIL CONFIGURATION 

BUS CABLE 
Flat Cable 6 
wires right  

Fan coil quattro # 1 

Important notice: Panel cable + bus cable to the last fan coil = maximum length 30 M 

Digital Vega Mk2 remote panel 

MDISEU Euroliving 

MDISTT Ticino Tech 

MDISVI Vimar 

MDISGE Gewiss 

MDISAB Abb 

MDISTM Ticino Matix 

MDISTL Ticino Light 

MDISAV Ave 

Digital Vega Mk2 control box for  
EV fan coils 

MCONEV45 EV4.5 & EV7 

MCONEV913 EV 9 & EV13 

MCONEV15S EV 15 slim 

MCONEV1724S EV 17 slim & EV 24 slim 

MCONEV17 EV 17 

Vega Mk2 BUS cable RJ12 

MBUS6 Bus cable 6 M 

MBUS12 Bus cable 12 M 

MBUS18 Bus cable 18 M 

MBUS24 Bus cable 24 M 

Digital Vega Mk2 control box for  
FC and FCV fan coils 

MCONFC225 FC2 & FCV2,5 

MCONFC45 FC4 & FCV5 

MCONFC69 FC6 & FCV9 

MCONFC8 FC8 & FC12 

MCONFC16 FC16 & FC20 
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